
COMBI 1066 H 2T0070481/16 2020 ST 250 ES 224 3.6 SAE 30 /10W-30 0.5 1500

COMBI 1066 HB 2T0060281/ST1 2020 BAS 875 E-Series ES 190 3.2 11.87 SAE 30 0.6 1500

COMBI 166 2T0070481/ST2 2022 ST 250 ES 224 3.6 0.5 1500

TORNÁDO 598 2T0620481/ST1 98 2022 ST 500 452 8.4 1.2 5000 157 0L

ESTATE 2084 2T2000481/ST2 -2021 5.8 3000 163

ESTATE 384M 2T2000481/ST3 2022 5.8 3000 163

ESTATE 2084 H 2T2120481/ST1 -2021 ST 500 452 8.4 1.2 4000 165

ESTATE 2398 HW 2T2630481/ST1 -2021 ST 550 TWIN 2 586 10.4 1.7 5000 165

TORNADO 3098 H2 2T0635481/ST1 2021 ST 500 452 8.4 1.2 5000 157 0L

TORNADO 3098 H 2T0630281/ST1 -2021 BAS PowerBuilt 4165 AVS 500 10.8 24.7 6000 157 0L

ESTATE 3084 H 2T2110281/ST1 84 -2021 BAS PowerBuilt 3130 AVS 344 10 22.75 4000 165

ESTATE 3398 HW 2T2600381/ST1 98 -2021 HONDA GCV530 2 530 11.3 33.1 10W-30 1.1 9L 4500 165

ESTATE 384 2T2100481/ST1 84 2022 ST 450 432 6.8 3500 165

TORNADO 5108 2T1215481/ST1 108 -2022 7000 160 0L

ESTATE 598 2T2620481/ST2 2022 4500 165

ESTATE 598 W 2T2630481/ST2 2022 ST 550 TWIN 586 10.4 1.7 5000 165

TORNADO SPECIAL 2T1200381/ST2 108 2022 5500 165 0L

ESTATE SPECIAL 2T2600381/ST2 98 2022 4500 167 240L

ESTATE 6102HW 2T0970281/ST1P -2021 BAS Intek 7220 V-Twin 656 10,4 39.57 SAE30 /15W-50 1.9 6000 235

ESTATE 6102HW2 2T0980481/ST1P -2021 5500 232

ESTATE 7102W 2T098081/ST2P 2022 6000 232

ESTATE 9102W 2T0980381/ST2P 2022 HONDA GXV 630 12,6 7000 249 320L

ESTATE 9102WX 2T1430381/ST2P 2022 HONDA GXV 690 12,65 8500 300 360L

ESTATE 9122W 2T1310381/ST2P 2022 HONDA GXV 630 13,4 8000 252 320L

ESTATE 9122WX 2T1535381/ST2P 2022 HONDA GXV690 13,5 9000 306 320L

TORNADO 598e 2T0665481/ST2 98 -2022 1.2 3KW 40Ah 48V/2.75H 4000m2 /60MIN ? 0L

ESTATE 584e 2T2205481/ST2 84 2022 1.2 3KW 40Ah 48V/2.75H 4000m2 /80MIN ?

ESTATE 798e 2T2800481/ST2 98 2022 1.2 3KW 63 48V/3.5H
7000m2 

/110MIN
?

SWIFT 372e 2T0250481/ST1 72 2022 2 25-30Ah 48V/3-3.5H 2000 160 170L

Orientační tabulka sekacích traktorů

MODEL ART.N.
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PLOCHA
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1

1
12V 

9Ah
3.8L

SAE30 / 10W-30

2

12V 

18Ah

6L

48.3 10W-30 1.9

200L

240L

1.1 9L

AUTO 131 150L

KOŠ
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1
SAE30 / 15W-50 1.4

240L

1
SAE30 / 10W-30

1.2
6LST 500 452 7,9

SYTI

Č

VÁHA 

KG

98 240L

2 635 10.6 SAE30 / 10W-30

HONDA GCV530 530 9,4 33.1 10W-30

8L

300L

X 240L

MAN

84
ST 350 352 0.8

102
1.7

688

122

ELE 0 ELE X

ST 650 TWIN
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